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Risk Factor Risk Severity Risk Score
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Brand & Type to be confirmed.
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 Meter box - Internal Smart Meter

Distribution board

Ceiling mounted light, owner to specify.
 

Ceiling mounted exhaust fan, Manrose
Through Roof 150mm FAN0534.

One way light switch. 1m above floor
level TBC.

Heated towel rail, built in timer, install
switch at comfortable height  to owner.

 Ceiling mounted exhaust fan, Manrose
 Pro-series 150mm SFLP150T.

 Hot water cylinder, New Electric.

 Smoke alarms - refer to notes

 Heat Pump, owner to confirm

 Rangehood, to be installed to extract a
minimum 1,920L/H to suit open plan
kitchen, lounge & dining area.

Powerpoint.

Recessed Downlight

Security Lighting

Data outlet.

TV outlet

Fibre

2

 HP

R

SD

HWC

REFER TO SECTION H OF NOTES SHEET FOR
ELECTRICAL NOTES AND INSTALLATION INFORMATION

ONT

HTR

Additional Notes

Wall mounted exhaust fan, Manrose
Pro-series 150mm SFLP150T. Ducts
through mid-floor and vents through
wall.

Ceiling mounted exhaust fan, Manrose
Pro-series 150mm SFLP150T. Duct
runs through roof framing and vents
through roof.

Kitchen allow for installation of:
Rangehood, Hob, Oven, Dishwasher,
Waste disposal unit, Refrigerator
Confirm with owner.

Laundry, allow for installation of:
Washing machine, Dryer, Dryer extract,
Extraction Fan
Confirm with owner.

Bathroom, allow for installation of:
Heated towel rail, Mirror 
demister,Shaving points,
Heater, Extraction Fan, Associated
timers and thermostats
Confirm with owner.
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Meter box - Internal Smart Meter

Distribution board

Ceiling mounted light, owner to specify.

Ceiling mounted exhaust fan, Manrose
Through Roof 150mm FAN0534.

One way light switch. 1m above floor
level TBC.

Heated towel rail, built in timer, install
switch at comfortable height to owner.

Ceiling mounted exhaust fan, Manrose
Pro-series 150mm SFLP150T.

Hot water cylinder, New Electric.

Smoke alarms - refer to notes

Heat Pump, owner to confirm

Rangehood, to be installed to extract a
minimum 1,920L/H to suit open plan
kitchen, lounge & dining area.

Powerpoint.

Recessed Downlight

Security Lighting

Data outlet.

TV outlet

Fibre
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Additional Notes

Wall mounted exhaust fan, Manrose
Pro-series 150mm SFLP150T. Ducts
through mid-floor and vents through
wall.

Ceiling mounted exhaust fan, Manrose
Pro-series 150mm SFLP150T. Duct
runs through roof framing and vents
through roof.

Kitchen allow for installation of:
Rangehood, Hob, Oven, Dishwasher,
Waste disposal unit, Refrigerator
Confirm with owner.

Laundry, allow for installation of:
Washing machine, Dryer, Dryer extract,
Extraction Fan
Confirm with owner.

Bathroom, allow for installation of:
Heated towel rail, Mirror 
demister,Shaving points,
Heater, Extraction Fan, Associated
timers and thermostats
Confirm with owner.
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Meter box - Internal Smart Meter

Distribution board

Ceiling mounted light, owner to specify.

Ceiling mounted exhaust fan, Manrose
Through Roof 150mm FAN0534.

One way light switch. 1m above floor
level TBC.

Heated towel rail, built in timer, install
switch at comfortable height to owner.

Ceiling mounted exhaust fan, Manrose
Pro-series 150mm SFLP150T.

Hot water cylinder, New Electric.

Smoke alarms - refer to notes

Heat Pump, owner to confirm

Rangehood, to be installed to extract a
minimum 1,920L/H to suit open plan
kitchen, lounge & dining area.

Powerpoint.

Recessed Downlight

Security Lighting

Data outlet.

TV outlet

Fibre
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Additional Notes

Wall mounted exhaust fan, Manrose
Pro-series 150mm SFLP150T. Ducts
through mid-floor and vents through
wall.

Ceiling mounted exhaust fan, Manrose
Pro-series 150mm SFLP150T. Duct
runs through roof framing and vents
through roof.

Kitchen allow for installation of:
Rangehood, Hob, Oven, Dishwasher,
Waste disposal unit, Refrigerator
Confirm with owner.

Laundry, allow for installation of:
Washing machine, Dryer, Dryer extract,
Extraction Fan
Confirm with owner.

Bathroom, allow for installation of:
Heated towel rail, Mirror 
demister,Shaving points,
Heater, Extraction Fan, Associated
timers and thermostats
Confirm with owner.
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1.0M HIGH ROUGH SAWN CLOSED
BOARDED TIMBER FENCE.

BRUSHED FINISH CONCRETE.

STONES (PERMEABLE).

GRASS

CONCRETE- BRUSHED FINISH.
(EXPOSED AGGREGATE FINISH OR
DECORATIVE SAWCUTS OPTIONAL EXTRA)

LEGEND

CONTRAST HARDSCAPING STRIP
TO ROAD. EXPOSED AGGREGATE FINISH.

1.8M HIGH ROUGH SAWN CLOSED
BOARDED TIMBER FENCE.
1.8M HIGH OPEN SLAT TIMBER
FENCE.

SERVICE AREA FOR BINS

LETTERBOX. MAIL SLOT 0.9M – 1M FROM
THE GROUND. TOP OF LETTERBOX NOT TO
EXCEED 1M TO ENSURE NO OBSTRUCTIONS
TO VISIBILITY FROM DRIVEWAYS.

WASHING LINE- RETRACTABLE OR FOLD
DOWN.

1.8M F

LB

PAVERS (INDICATIVE)

1.8M S

3

2

TYPE 1 LARGE FEATURE TREE.
REFER PLANTING PALLET.
TYPE 2 HEDGE. REFER PLANTING
PALLET.
TYPE 3 LOW PLANTING (1M
MAXIMUM HEIGHT). REFER
PLANTING PALLET.

1.0M F

STORAGE SHEDSTORE

- The landscapes plan are indicative only are subject to change
(allow to confirm landscape post building construction including
all areas and dimensions).
- Read in conjunction with the subdivision and architectural
documentation.
- All gates are black powdercoated.

PROPRIETARY BIKE RACKBR

EXTERIOR HEAT PUMP UNIT
ON CONCRETE PLINTH. REFER
ARCHITECTURAL DOCUMENTATION FOR
DETAILS.

HP

1.6M HIGH OPEN SLAT TIMBER
FENCE.

1.6M
OS

TANK
WATER TANK. REFER SURVEYORS
DOCUMENTATION FOR DETAILS.

1.8M HIGH ROUGH SAWN CLOSED
BOARDED TIMBER FENCE WITH
ALTERNATIVE ORIENTATED
PAILINGS. ALLOW FOR PAILINGS TO BE
FIXED HORIZONTALLY THEN VERTICALLY TO
ALTERNATING BAYS BETWEEN POSTS.

1.8M
ALT

UNIT NUMBER

4 TYPE 4 FEATURE TREE. REFER
PLANTING PALLET.

SENSOR SECURITY LIGHTING.
SELECTION AND LOCATION TBC/ REFER
ARCHITECTURAL DOCUMENTATION FOR
DETAILS.
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MINIMUM HIGH AT
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Landscape Plan
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Exterior Colour Selection

All colour swatches are indicative only 

Product Colour/Finish

EXTERIOR
Roof Colorsteel Corrugated Flaxpod

Fascia/Barge Boards Timber, painted Wattyl Enclose Half 

Spouting Colorsteel Flaxpod

Downpipes Marley PVC Coloured (Retention tanks) Ironsand 

Retention Tanks TBC TBC

Soffits/Eaves Painted Wattyl Enclose Half

Cladding 1 Linea weatherboard, painted Wattyl Dolphin Grey Half 

Cladding 2 Axon (vertical) cladding, painted Wattyl Dug Out 

Cladding 3 Window facings, boxed corners, 
(verandah beam and posts if 
applicable), painted 

Wattyl Enclose Half

Concrete Letterbox Nil

Garage Door Dominator Milano Smooth Flaxpod

Garage Door Reveal Timber, painted Wattyl Enclose Half

Aluminium Joinery (with clear glass) Powdercoated Appliance White

(Residential Hardware to all aluminium joinery is colour matched to joinery)

Front Door Vertical Groove Flaxpod

Front Door Handle Residential Lever Hardware Powdercoat finish matched to door

Appliance White

Dolphin Grey Half Dug Out 

Flaxpod

Cladding 1

Roof

Cladding 2

Aluminium Joinery 




