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OWNER/ BUILDER TO ENSURE LANDSCAPING
ELEMENTS COVERED UNDER SCHEDULE 1 OF THE
BUILDING ACT 2004 (WORK NOT REQUIRING A
BUILDING CONSENT) COMPLIES WITH BUILDING
CODE.

BUILDER TO ENSURE STEPS, INCLUDING
THRESHOLDS INTO THE BUILDING, HAVE 190MM
MAXIMUM RISER HEIGHT/ 280MM TREAD HEIGHT

ALLOW TO CONTOUR SITE SO THAT THE GROUND
ALWAYS SLOPES AWAY FROM THE BUILDING.

ALLOW TO FALL FINISHED GROUND LEVEL AWAY
FROM BUILDING TO GRASS/ GARDENS AT 1:25 FOR
AT LEAST 1M

11 12 13 14 15 16 17 18 19 20

LANDSCAPING SPECIFICATION:

DISCLAIMERS:  DRAWINGS AND SPECIFICATIONS HAVE BEEN PREPARED ON THE UNDERSTANDING THAT THE BUILDING CONTRACTOR(S) HAS SOUND KNOWLEDGE
AND EXPERIENCE FOR THE SCOPE OF WORKS. WORKMANSHIP AND MATERIALS SHALL BE IN ACCORDANCE WITH RELEVANT AND LATEST CODES, TECHNIQUES
AND  SUPPLIER REQUIREMENTS.
- DRAWINGS ARE TO BE READ IN CONJUNCTION WITH THE RELEVANT & CURRENT STANDARDS, CODES, MANUALS, I NSTALLATION GUIDES, MAINTENANCE
SCHEDULES , MANUFACTURES REQUIREMENTS, MATERIALS & TECHNIQUES OF PRODUCTS. THESE HAVE NOT BEEN PROVIDED, IT IS THE RESPONSIBILITY OF THE
CONTRACTOR TO OBTAIN THESE FROM THE VARIOUS SUPPLIERS. THESE DOCUMENTS SHALL BE TAKEN AS REFERENCE TO LATEST VERSION INCLUDING
AMENDMENTS (AS AT THE DATE OF THE ORIGINAL PURCHASE).
- ASSUMPTIONS REGARDING EXISTING SITE CONDITIONS MAY BE MADE IN THE PROCESS OF PREPARING DOCUMENTATION. ALLOW TO CONFIRM ALL SITE
CONDITIONS ON SITE.
- NOTIFY THE DESIGNER IMMEDIATELY OF ANY OMISSIONS AND/OR DISCREPANCIES IN DRAWINGS AND/ OR DEVIATION FROM ANY ONSITE CONDITIONS. FAILURE
TO NOTIFY IN TIMELY MANNER SHALL RESULT IN CONTRACTOR TAKING ANY AND ALL REMEDIAL MEASURES REQUIRED.

- READ IN CONJUNCTION WITH,  BUT NOT LIMITED TO , ENGINEERING, SUBDIVISION AND ARCHITECTURAL DRAWINGS.

- FLOOR PLANS AND SITE PLANS INCLUDING BOUNDARIES AND VEHICULAR TRACKING CURVES, FROM ARCHITECT/ SURVEYOR. WE DO NOT TAKE LIABILITY FOR
ITS ACCURACY. VERIFY SITE FEATURES ON SITE BEFORE CONSTRUCTION COMMENCES.

- REFER DRAWINGS BY OTHERS FOR LEVELS, RETAINING WALLS, STAIRS, DECKS, BARRIERS WITH A FALL OVER 1M AND SITE DRAINAGE.

- THE LAYOUT OF ANY STAIRS OR DECKS ARE INDICATIVE. REFER DOCUMENTATION BY OTHERS FOR STAIR/ DECK DETAILS INCLUDING, BUT NOT LIMITED TO; ALL
STRUCTURAL/ CONSTRUCTION DETAILING, HANDRAILS, NUMBER OF TREADS, RISER AND TREAD SIZE,

- ENSURE GARDENS ARE 225MM MIN BELOW FINISHED FLOOR LEVEL. ENSURE PERMANENT PAVING 175MM MIN BELOW FINISHED FLOOR LEVEL.

- LANDSCAPE PLAN IS INDICATIVE AND ARE SUBJECT TO CHANGE. ALLOW TO CONFIRM LANDSCAPE POST BUILDING CONSTRUCTION.

- DO NOT SCALE OFF DRAWINGS. REFER TO FIGURED DIMENSIONS ONLY. PLANS HAVE BEEN DIGITALLY REPRODUCED AND MAY NOT BE TO SCALE. IF PRINTING
PLEASE SET PRINTER TO "NO SCALING" OR "ACTUAL SIZE".

- ALLOW TO CONFIRM THE LOCATION AND SIZE OF ALL ITEMS WHICH ARE DENOTED AS EXISTING. THE ACTUAL HEIGHTS AND SIZES MAY VARY DUE TO NATURAL
VARIATIONS IN GROWTH OR SITE CONDITIONS.

- ALL ITEMS WHICH ARE NOTED AS EXISTING ARE TO REMAIN IF PRACTICABLE AT THE DISCRETION OF THE ONSITE CONSTRUCTION MANAGER.

- BEFORE AND DURING CONSTRUCTION OF THIS PROJECT THE BUILDER INCHARGE OF THE SITE SHALL ADHERE TO HEALTH & SAFETY AT WORK ACT & CARRY
OUT A SITE HAZARD EVALUATION. IF AT ANY STAGE A SPECIFIC HAZARD TO THE PUBLIC PRESENTS IT SELF, BUILDER SHALL ENSURE SAFETY TO THE PUBLIC BY
ERECTING SITE FENCES TO PREVENT PUBLIC ACCESS IN KEEPING WITH SECTION F5 OF THE NEW ZEALAND BUILDING CODE. SAFETY OF LIFE AND PROPERTY
MUST BE  STRICTLY OBSERVED.

- WHERE DRAWINGS ARE EMAILED THE CONTENTS ARE CONFIDENTIAL AND LEGALLY PRIVILEGED. IF YOU ARE NOT THE INTENDED RECIPIENT YOU MAY NOT
COPY,  DISCLOSE OR USE THE CONTENTS IN ANY WAY.

- THE DESIGNER IS NOT INVOLVED IN PROJECT OBSERVATION. IT IS THE RESPONSIBILITY OF THE CLIENT TO ENSURE CONSTRUCTION IS IN ACCORDANCE WITH
THE DRAWINGS.

- ENSURE THAT THE CURRENT DRAWINGS ARE BEING USED (THERE ARE OFTEN SEVERAL ITERATIONS, PLEASE CHECK WITH THE LANDSCAPE DESIGNER BEFORE
CONSTRUCTION OR PREFABRICATION).

- PLEASE GET IN CONTACT WITH THE LANDSCAPE DESIGNER FOR A QUANTITY SCHEDULE. IF YOU HAVE ONE ALREADY SUPPLIED, PLEASE CONFIRM IT IS UP TO
DATE WITH THE CURRENT LANDSCAPE PLAN.

- BEFORE WORK COMMENCES BUILDER TO LOCATE ALL RELEVANT PEGS/ BOUNDARIES (NOT NECESSARILY FENCE LINES). IF ANY INCONSISTENCY IS FOUND OR
NOT ALL RELEVANT PEGS/ BOUNDARIES CAN BE LOCATED A LICENSED CADASTRAL SURVEYOR SHOULD RE PEG THE SECTION TO ENSURE AN ACCURATE SET
OUT.

- DRAWINGS ARE THE EXCLUSIVE PROPERTY HOUSE OF ORANGE DESIGN LTD , THEY SHALL NOT BE TRACED, COPIED OR REPRODUCED OR USED IN ANY MANNER
WITHOUT THE WRITTEN PERMISSION OF  HOUSE OF ORANGE DESIGN LT D

GENERAL NOTES:

- PLANTING OPERATIONS SHALL BE CARRIED OUT DURING THE PERIOD FROM 1 APRIL TO 30 SEPTEMBER.

- PLANT TREES, PLANTS AND SHRUBS AS SOON AS POSSIBLE AND NO LATER THAN 3 DAYS AFTER DELIVERY, KEEPING THE ROOTBALL MOIST.

- ENSURE THAT ALL AREAS ARE CLEAN, READY TO BE WORKED AND CLEAR OF ANY CONTINUING WORK BY OTHERS.

- CHECK FOR SERVICES IN THE AREA OF THIS WORK.  AVOID INTERFERENCE OR DAMAGE TO THEM.

- ALL PROPOSED FINISHED LANDSCAPING LEVELS TO CONFORM TO NZS 3604 , SECTION 6.14, PREVENTION OF DAMPNESS AND SECTION 7.5.2, FINISHED FLOOR
LEVELS AND FOUNDATION EDGE CONSTRUCTION, IN RELATION TO ANY ADJOINING HABITABLE FLOOR LEVELS. MAINTAIN THE REQUIRED COVER OVER ANY
BURIED SERVICES.

- CONFIRM LOCATION OF ANY UNDERGROUND SERVICES & CABLING PRIOR TO ANY DIGGING.

- TREES PLANTED NEAR DRAINS SHOULD BE REPLACED PERIODICALLY DEPENDING ON THE TREE GROWTH RATE. FAST GROWING TREES SHOULD BE REPLACED
EVERY 10 YEARS.

- ON COMPLETION ALLOW TO CLEAN UP AROUND AROUND THE AREA OF WORKS. REMOVE ALL SURPLUS SOIL, UNUSED MATERIALS AND PLANTS, FROM THE SITE.

- FINAL FINISH OF ACCESS PATHS TO BE CONFIRMED WITH ARCHITECTURAL DESIGNER TO COMPLY WITH D1/AS1 SLIP RESISTANCE FOR PATHS. CONTRACTOR
ALLOW TO CONFIRM (EG. FOR CONCRETE BROOMED FINISH (CLASS 5 OR 6), WOOD FLOAT FINISH (CLASS U2) OR APPROVED EXPOSED AGGREGATE FINISH).

ITEM GENERAL SPECIFICATION AS APPLICABLE

BACKFILLING GARDENS THOROUGHLY MIXED MEDIUM OF 30% PEAT AND 70% TOPSOIL BY VOLUME.

BARK BARK SHALL BE COARSE GRADE GRANULATED BARK WITH A PARTICLE SIZE UP TO 50MM WITH NO MORE THAN 25% SMALLER THAN
6MM, FREE FROM DISEASE, DUST, WOOD SLIVERS AND OTHER FOREIGN MATTER.

PROVIDE TREES, SHRUBS AND PLANTS WHICH ARE:
- FREE FROM PESTS AND DISEASES

- TRUE TO NAME SPECIFIED ON LANDSCAPE PLAN AND TAGGED WITH THE GROWERS' OWN TAG

- IN A MINIMUM CONTAINER SIZE AS SHOWN ON THE PLANTING SCHEDULE

- HEALTHY AND VIGOROUS, WITH WELL DEVELOPED ROOT SYSTEMS, IN BALANCE WITH THE AMOUNT OF FOLIAGE GROWTH, WELL BRANCHED AND
SYMMETRICALLY SHAPED OF A NORMAL HABIT

- GROWN UNDER SOIL AND CLIMATIC CONDITIONS THAT ARE NOT SUBSTANTIALLY DIFFERENT FROM THAT OF THE CONTRACT AREA  

- REJECT ALL ROOT BOUND PLANTS AND THOSE WITH SPIRALLY BOUND ROOT SYSTEMS.

MYRTLE FAMILY: CONTRACTOR TO FOLLOW PROTOCOLS AND PRECAUTIONS OF NZ PLANT PRODUCERS INC. (NZPPI) FOR PLANTS IN THE MYRTLE FAMILY (FAMILY
MYRTACEAE). IMMEDIATELY REPORT ANY SUSPECTED MYRTLE RUST TO THE PROPERTY OWNER AND MINISTRY FOR PRIMARY INDUSTRIES (MPI).

RECOMMENDED LANDSCAPING SPECIFICATION:

PREPARATION OF PLANTING AREAS

REPLACE SUBSTANDARD SOIL WITH 200MM LAYER OF PLANT MIX.  PLACE IN 100MM LAYERS, LIGHTLY COMPACTED BY HEELING OR ROLLING AND SLIGHTLY
MOUNDED IN THE CENTRE OF THE BED.

THOROUGHLY SPRAY PLANTING AREAS WHICH CONTAIN WEED GROWTH WITH A NON-SELECTIVE HERBICIDE.  APPLY USING PROTECTIVE CLOTHING, IN DRY,
STILL-AIR CONDITIONS TO THE SPRAY MANUFACTURER'S REQUIREMENTS.

- CONTRACTOR TO ALLOW TO FINISH THE TOP SOIL AT LEAST 100MM BELOW ADJACENT FINISH GROUND LEVEL. THIS ALLOWS FOR THE GARDEN TO BE 30MM
LOWER THAN THE ADJACENT GROUND WITH  70MM OF MULCH.

PREPARATION OF GRASS AREAS
REPLACE SUBSTANDARD SOIL WITH 150MM LAYER OF TOPSOIL.  ROTARY HOE IN TWO DIRECTIONS TO A DEPTH OF 150MM AND BRING UP TO THE REQUIRED
TOPSOIL STANDARD.  RAKE TO A FINE TILTH, LEVEL AND SMOOTH WITH RUN-OFFS TO DRAINAGE OUTLETS.  APPLY SELECTIVE HERBICIDE.

THOROUGHLY SPRAY GRASS AREAS WHICH CONTAIN WEED GROWTH WITH A NON-SELECTIVE HERBICIDE.  APPLY USING PROTECTIVE CLOTHING, IN DRY,
STILL-AIR CONDITIONS TO THE SPRAY MANUFACTURER'S REQUIREMENTS.

SITING

POSITION AND SPACE OUT TREES AND SHRUBS IN LOCATIONS AND QUANTITIES SHOWN ON THE DRAWINGS.  WHERE LAYOUT IS NOT SHOWN ON THE DRAWINGS,
CONFIRM LAYOUT AND SPACING WITH DESIGNER.  ORGANISE PLANTING TO AVOID UNDUE COMPACTION OF PLANTING AREAS.  RE-CULTIVATE ANY HEAVILY
COMPACTED AREAS PRIOR TO PLANTING.

REPORT THE EXISTENCE OF ANY BURIED SERVICES OR CONCRETE FOOTINGS RESTRICTING THE ACCURATE PLACEMENT OF PLANTS TO THE CONTRACT
ADMINISTRATOR FOR INSTRUCTION.

PREPARATION FOR PLANTING LARGE TREES AND SHRUBS
EXCAVATE PLANTING HOLES TO TWICE THE DIAMETER AND 1½ TIMES THE DEPTH OF THE ROOTBALL.  WHERE DEPTH EXCEEDS THE DEPTH OF THE TOPSOIL,
CARRY ON DOWN INTO SUBSOIL A FURTHER 150MM, BREAKING IT UP AND MIXING IN PEAT OR A CLAY-KILLER BEFORE REPLACING.  SCARIFY THE SIDES OF HOLES
IN CLAY SOILS.  PROVIDE DRAINAGE BENEATH PLANTING IN IMPERVIOUS SOILS.  PLACE PLANT MIX TO SUPPORT THE ROOTBALL AT A LEVEL TO ALLOW THE TOP
TO FINISH FLUSH WITH SURROUNDING GROUND.

PLANTING LARGE TREES AND SHRUBS
DRIVE TWO PLUMB STAKES, LOCATED TO AVOID WIND-CONTACT WITH THE TREE OR SHRUB AT OPPOSITE SIDES OF THE PLANTING HOLE. KEEPING ROOTBALL
INTACT PLACE EACH PLANT PLUMB WITH ITS BEST SIDE FACING INTO THE PREVAILING WIND.  BACKFILL IN 150MM LAYERS USING ROD OR FINGERS TO EVENLY
FIRM WITHOUT COMPACTION TO A LEVEL THAT WILL ALLOW THE TOP OF THE ROOT BALL TO FINISH FLUSH WITH SURROUNDING GROUND.  WHEN COMPLETED,
FIRM EACH PLANT IN BY HEELING.  TIE PLANTS AT 2/3 THE HEIGHT OF THE MAIN STEM LEAVING ENOUGH PLAY FOR A SMALL AMOUNT OF NATURAL MOVEMENT.
 WATER IN IMMEDIATELY AFTER PLANTING TO SATURATION LEVEL IN SURROUNDING SOIL AND THOROUGHLY WET ALL FOLIAGE.  SPREAD 75MM TO 100MM LAYER
OF SELECTED MULCH OVER NEWLY PLANTED AREAS ENSURING IT IS NOT MOUNDED UP AROUND PLANTS AND THAT ANY DRAINAGE MATERIAL IS UNDISTURBED
AND ALL BURIED SERVICES ARE UNDAMAGED.

PREPARING FOR PLANTING SMALL AND MEDIUM SHRUBS
PLACE PLANT MIX 200MM DEEP AND IN 100MM LAYERS, LIGHTLY COMPACTED PLANT MIX BY HEELING OR ROLLING AND SLIGHTLY MOUNDED IN THE CENTRE OF
THE BED.  EXCAVATE PLANTING HOLES TO TWICE THE DIAMETER AND 1½ TIMES THE DEPTH OF THE ROOTBALL.

PLANTING SMALL AND MEDIUM SHRUBS
KEEPING ROOTBALL INTACT, PLACE EACH PLANT PLUMB WITH THE TOP OF THE ROOTBALL AT THE TOP OF THE PLANT MIX.  BACKFILL MATERIAL USING FINGERS
TO EVENLY FIRM WITHOUT COMPACTION, BEFORE FINALLY FIRMING THE PLANT WITH THE BASE OF THE PALM OF THE HAND.  WATER IN IMMEDIATELY AFTER
PLANTING TO THE SATURATION LEVEL OF SURROUNDING SOIL.  SPREAD 100MM LAYER OF BARK MULCH OVER NEWLY PLANTED AREAS.

LAYING GRASS TURF
CULTIVATE THOROUGHLY AREA TO BE TURFED TO A DEPTH OF 100-150MM AND ROUGHLY LEVEL.  CONSOLIDATE BY HEELING AND RAKE TO REQUIRED LEVELS,
FINISHING 12MM BELOW KERBS AND PATHS.  ADD FERTILISER, RAKING IT IN TO THE TOP 30-50MM AND BRING TO A SMOOTH, LEVEL SURFACE.  LEAVE TO SETTLE
FOR A DAY.  MOISTEN IF DRY.  PLACE TURF MATS ACROSS THE SLOPE IN STRAIGHT LINES, TIGHTLY BUTTED AND WITH JOINTS STAGGERED AND TO CORRECT
LEVELS.  CUT AROUND TREES, BUILDINGS AND BORDERS WITH A SHARP KNIFE. LIGHTLY ROLL AND DEEP WATER IMMEDIATELY AFTER LAYING.  DEEP WATER LATE
EVERY DAY FOR 3 WEEKS AND CONTINUE WEEKLY UNTIL THE END OF THE CONTRACT.

SOWING GRASS
REPLACE UNSATISFACTORY SOIL WITH 150MM LAYER OF TOPSOIL.  ROTARY HOE IN TWO DIRECTIONS TO A DEPTH OF 150MM.  RAKE TO A FINE TILTH, LEVEL AND
SMOOTH WITH RUN-OFFS TO DRAINAGE OUTLETS.  APPLY SELECTIVE HERBICIDE.  SPREAD PRE-PLANT FERTILISER AT THE REQUIRED RATE FOR LAWN.  SPREAD
GRASS SEED AT HALF THE REQUIRED RATE IN EACH OF TWO DIRECTIONS AT RIGHT ANGLES, USING AN APPROVED SPREADER.  LIGHTLY RAKE IN AND ROLL.
 WATER DEEPLY AND KEEP MOIST WITHOUT ANY RUN-OFF OF WATER UNTIL GERMINATION IS COMPLETE.  CONTINUE WATERING AS NECESSARY UNTIL THE END
OF THE CONTRACT. FIRST CUT ONLY WHEN GROWTH IS A MINIMUM OF 100MM AND ONLY DOWN TO 50MM.

MAINTENANCE

OWNER OF THE PROPERTY IS TO ENSURE THAT LANDSCAPING AREAS ARE MAINTAINED IN A MANNER AND DURATION TO COMPLY WITH COUNCIL REQUIREMENTS.

MAINTENANCE INCLUDES ANY OPERATIONS NECESSARY TO ASSURE GOOD PLANT GROWTH AND ATTAIN A TIDY WEED FREE APPEARANCE, INCLUDING BUT NOT
LIMITED TO:  REGULAR WATERING AS NECESSARY, WEEDING, CULTIVATING, PRUNING, CONTROLLING OF INSECTS, FUNGAL AND OTHER DISEASES.  

REPAIR BROKEN STAKES AND TIES AND REPLACE TREES, SHRUBS, PLANTS AND AREAS OF LAWN THAT DIE TO THE SAME STANDARD AS DESCRIBED IN THIS
SPECIFICATION OR AS AGREED WITH THE LOCAL TERRITORIAL AUTHORITY.

- OWNERS TO MAINTAIN PLANTS TO ENSURE THAT THEY DO NOT OVER HANG AND BECOME A TRIP HAZARD ON PATHS.

- OWNERS TO KEEP TRIANGLE OF VISIBILITY FROM THE DRIVEWAY CLEAR OF OBSTRUCTIONS.

1 2 3 4 5 6 87 9 10

DECK. REFER ARCHITECTURAL
DRAWINGS FOR DETAILS.

RETAINING WALL (INDICATIVE. REFER
ENGINEERING DOCUMENTATION FOR DETAILS).

RW

REV: D DATE: 31/10/2022

CONCRETE. BRUSH FINISH

GRASS

CONCRETE (EXPOSED AGGREGATE FINISH)

LEGEND

SERVICE AREA FOR BINS

LETTERBOX. MAIL SLOT 0.9M – 1M FROM THE
GROUND. TOP OF LETTERBOX NOT TO EXCEED
1M TO ENSURE NO OBSTRUCTIONS TO VISIBILITY
FROM DRIVEWAYS.

WASHING LINE - RETRACTABLE OR FOLD
DOWN, FIXED TO FENCE OR POSTS.

LB

1.0M HIGH OPEN SLAT FENCE/ BARRIER
(DESIGN BY OTHERS)

1.0M S

UNIT NUMBER
#

1.8M HIGH ROUGH SAWN CLOSED
BOARDED TIMBER FENCE.

1.8M F

1.8M HIGH OPEN HORIZONTAL
SLAT TIMBER FENCE

1.8M S

STONES (PERMEABLE)

FERTILISER - GENERAL PRE-PLANT, SLOW RELEASE, NON-BURNING COMPLETE NPK (NITROGEN, PHOSPHOROUS, POTASSIUM) RATIO OF 5:5.5:4.1, WITH
ADDED MICRO-NUTRIENTS IRON, SULPHUR AND MAGNESIUM.  ADD GYPSUM, BLOOD AND BONE AND POTASH WHERE REQUIRED BY
SOIL COMPOSITION OR PLANT TYPE.

PRE-PLANT, SLOW RELEASE, NON-BURNING COMPLETE NPK (NITROGEN/PHOSPHOROUS/POTASSIUM) RATIO OF 20:11:10 WITH ADDED
MICRO-NUTRIENTS IRON, SULPHUR AND MAGNESIUM.

FERTILISER - GRASS
SEEDING OR TURFING

GRASS, TURFED BLENDED LOCAL AND IMPORTED LAWN GRASSES IN SELECTED NETTED TOPSOIL, TO FINISH AS A DEEP, GREEN, WEED-FREE,
UNIFORM, CLOSE DENSITY LAWN TURF IN 1.0M² ROLLS.  

GRASS, SOWN CERTIFIED MIXTURE OF GRASS SEED TO SUIT LOCAL SITE CONDITIONS, WITH A HIGH GERMINATION RATE, FUNGICIDE AND
BIRD-REPELLENT TREATED.  SUPPLY FOR REVIEW THE PROPOSED MIXTURE AND AREA OF USE.  

GRASS, ARTIFICIAL INSTALLATION AND MAINTENANCE AS PER SELECTED MANUFACTURE'S REQUIREMENTS.

1.6M HIGH OPEN SLAT TIMBER FENCE1.6M S

1.6M HIGH ROUGH SAWN CLOSED
BOARDED TIMBER FENCE.

1.6M F

LED SECURITY LIGHTING WITH DAYLIGHT
AND MOTION SENSOR. SELECTION AND LOCATION
TBC. REFER ARCHITECTURAL DOCUMENTATION
FOR DETAILS. ENSURE LIGHTS ARE MOUNTED TO
AVOID SHINING DIRECTLY INTO THE WINDOWS OF
NEIGHBOURS.

1
A1.03

BIKE RACK. SELECTION TBC BY CLIENT.

WATER TANK. REFER DOCUMENTATION BY
OTHERS FOR DETAILS.

S

WT

HERBICIDES POST-EMERGENCE SELECTIVE CHEMICAL TO CONTROL BROADLEAF WEEDS AND/OR A NON-SELECTIVE CHEMICAL.  

LABELS ALLOW TO REMOVE ALL PLANT LABELS AFTER THE COUNCIL INSPECTIONS (IF LEFT THE PLASTIC LABELS DISINTERGRATE INTO THE
ENVIRONMENT). ALLOW TO RETAIN RECEIPT OF PLANTS WITH PLANT GENUS IF REQUIRED.

PLANT MIX THOROUGHLY MIXED MEDIUM OF 60% COMPOST AND 40% BARK, PUMICE AND FERTILISER BY VOLUME.

STAKES ROUGH SAWN RADIATA PINE H4 TREATED. 50X50MM, LENGTH TO SUIT TREE/ PLANT SIZE.

TOP SOIL GOOD QUALITY LOAM OF A WORKABLE CONSISTENCY STRIPPED FROM ITS ORIGINAL LOCATION TO A MAXIMUM DEPTH OF 200MM:

 FREE OF PERNICIOUS WEEDS, STRAW, STONES, STICKS, CLAY LUMPS

 FREE OF FOREIGN MATTER EXCEEDING 25MM DIMENSION.

 PH VALUE BETWEEN 6.5 AND 7.5

 HUMUS CONTENT GREATER THAN 50%.

ROOT BARRIER - ALLOW FOR A ROOT BARRIER BETWEEN TREE PLANTING AND UNDERGROUND SERVICES.

- ALLOW TO INSTALL AS PER SELECTED MANUFACTURE'S SPECIFICATIONS.PRINT IN COLOUR

RESOURCE CONSENT

COPYRIGHT RETAINED BY HOUSE OF ORANGE DESIGN LTD.
CONTACT IMMEDIATELY IF AN ERROR OR DISCREPANCY IS DISCOVERED.

READ IN CONJUNCTION WITH THE SUBDIVISION, ARCHITECTURAL, & ENGINEERING DRAWINGS.
REFER DRAWINGS BY OTHERS FOR RETAINING WALLS, BARRIERS WITH FALLS OVER 1M, STAIRS,

DECKS & SITE DRAINAGE. LANDSCAPE PLANS ARE INDICATIVE AND ARE SUBJECT TO CHANGE.
ALLOW TO CONFIRM ALL LAYOUTS BEFORE CONSTRUCTION COMMENCES. FLOOR PLANS AND

SITE PLANS SUPPLIED BY OTHERS. WE DO NOT TAKE LIABILITY FOR ITS ACCURACY.

SHEET No.

SCALES (A3):

1 HELVETIA GROVE
NAENAE, STAGE 2

PAVERS (SHOWN INDICATIVELY)

31.10.2022 1 HELVETIA GROVE_NAENAE_STAGE 2_LANDSCAPE PLAN.DWG

L1.06

LANDSCAPE PLAN

1:100
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Landscape Plan



Lot 11.
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HELVETIA ESTATE

Measurements are approximate and all imagery is artist impressions only. Exterior Colour Selection

All colour swatches are indicative only 

Product Colour/Finish

EXTERIOR LOT 11 
Roof Colorsteel Corrugated (as shown on 

plan)
Gull Grey 

Fascia/Barge Boards Colorsteel Gull Grey

Spouting Colorsteel Gull Grey

Downpipes Marley PVC Colour (retention tank) Titanium 

Retention Tank (if required) Thintanks NZ Light Grey 

Soffits Painted Wattyl Enclose Half

Cladding 1 Linea weatherboard — painted Wattyl Enclose Half 

Cladding 2 Stria (horizontal) cladding – painted Wattyl Men In Black 

Concrete Letterbox Painted Wattyl Men In Black

Garage Doors Dominator Montana smooth Gull Grey

Garage Door Reveal Timber Painted Wattyl Enclose Half 

Aluminium Joinery (with clear glass) Powdercoated Matt Flaxpod

Aluminium Balustrading Powdercoated Matt Ghost Grey

(Residential Hardware to all aluminium joinery is colour matched to joinery)

Front Doors Vertical Groove Flaxpod

Front Door Handle Residential Lever Hardware Powdercoat finish matched to door

Matt FlaxpodFlaxpod

Roof Aluminium Joinery 

Gull Grey

Enclose Half Men In Black 

Cladding 1 Cladding 2

Note: Decking and supporting timber posts and beams are left natural 
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Lot 11

Exterior Colour Selection


